


Piedmont specializes in flexible grooved-end couplings for corrosive and high pressure  
environments. Engineered for water treatment applications, our wide variety of materials 
ensures you always have the appropriate coupling for your application.

STYLE P
Composite

STYLE K
316 SS

STYLE F
Duplex CE8MN

STYLE B
316 SS

STYLE D
Duplex CE8MN

STYLE F (S)*
Super Duplex 
CE8MN

STYLE D (S)*
Super Duplex 
CE8MN

*CE3MN  
  also available

Gaskets
Piedmont offers two types of gaskets,  
the C-shaped and the Flush-fit. 
Piedmont gaskets can withstand temperatures  
ranging from -30° F to 230° F (-34° C to 110° C). 
Made of EPDM rubber, our gaskets are suitable  
for any type of water including acidic solutions,  
alkaline solutions, and many other chemical services.  
Piedmont gaskets are NSF (ANSI 61) certified  
and hence appropriate for potable water. 
The Flush-fit gasket is recommended for vacuum service
or to minimize turbulence in high-velocity applications.

Nuts & Bolts
Piedmont offers bolts in 316 SS or Duplex SS  
and nuts in 316 SS or silicon bronze. 
All styles come standard with 316 SS nuts while  
D & D (S) styles come with silicon bronze nuts.  
When using 316 SS nuts, the use of an anti-seize  
compound on the bolt threads is recommended to 
prevent galling. 
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Flush-fit model
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Designed for low to high pressure environments in compliance with  
applicable ASTM standards to ensure your system’s integrity and  
your team’s safety. All styles are available in a variety of sizes. 

STYLE P
250 psi
Sizes: ¾” to 8”

300 psi
Sizes: ¾” to 16”

STYLE F (S)
400 psi
Sizes: ¾” to 16”

600 psi
Sizes: ¾” to 12”

STYLE D (S)
1 200 psi

Sizes: ¾” to 12”
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Authorised Distributor

Geofluid Processors Private Limited
112, Building No.2, Mittal Industrial Estate, 

Andheri Kurla Road, Marol, Andheri (E), Mumbai - 400 059. 

+91-22- 6155 5888

info@geofluid.com

+91-22-6155 5800 

www.geofluid.com


