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Gaskets

EPDM rubber, suitable for hot and cold water services. Peroxide
cured manufactured to improve resistance against chloramines.

Two shapes of gaskets are available: C-shaped or Flush-fit.
NSF/ANSI 61 approved or equivalent (FDA) for drinking water
system components. Not suitable for petroleum service.

Other materials (Nitrile, Viton) are also available,
contact Piedmont for details.

GASKET TYPES

FLUSH-FIT

C-SHAPED

Hardware
a) Design:
1. Standard components are iso metric thread type.
Bolts are round-head oval neck track bolts (own design based on DIN-5903)
Nuts are according to DIN-934 (1ISO-4032).
Washers are according to DIN-125 (ISO 7089).
Hexagonal head bolts (DIN-931/933) also used in 6 - 20 couplings.

2. Optional:

Threaded rods (DIN-976) for sizes up to 6 available upon request.
Inches series thread components available upon request.
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b) Material:
1. Standard:
SS Duplex 2205 / S32205 as per ASTM A1082 (PREN>35).
It is recommended to improve against chloride stress cracking,
crevice and pitting bolts corrosion.

2. Optional:
SS Super duplex 2507 / S32750 or S32760 (Zeron-100) as per ASTM A1082 (PREN>40)
SS316L bolts & SS316 nuts & washers as per ASTM A276 (PREN>23) (up to 14).
Silicon bronze nuts (ASTM B98 C65100) avoid the use of any additional
antigalling paste on stainless steel bolts.
Antigalling / antiseize dry lubricated bolts/rods & nuts (Gleitmo 615 or similar).

c) Isolation washer (optional):
In addition to duplex / super duplex material bolting upgrading,
to improve against bolting crevice corrosion, some isolation
washers are available upon request.

Standard Quality Certificates

Piedmont is 1ISO 9001:2015 certified.

The following quality certificates are provided with the order:
EN10204 3.1 metallic components (castings, hardware)
EN10204 2.2 certificate for EPDM gaskets
EN10204 2.1 PO certificate of conformity

ADDITIONAL INFORMATION

Complementary Products
Consult our website

Quality Tests (optional)
Consult our website

Installation Manual
Link to PDF file

Coatings (optional)

Consult our website

Spare Parts
Consult our website

PIEDMONT PACIFIC reserves the right to modify the technical characteristic of the products and to make changes
to the information contained in this document. To request the latest information, if any, please contact us.
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