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VNX - Large Flow CEDI Module

The VNX modular design is based on 50.0 gpm (11.4 m3/hr) 

nominal flow rate building blocks. The module has a flow range 

of 0.75 to 1.50 times the nominal flow rate, resulting in a 

maximum flow rate capacity of 75 gpm (17.0 m3/hr). The sub-

module is designed with a unique connectivity feature (patent 

pending) which allows the configuration of a 50 gpm module 

using three (3) 16.7 gpm (3.8 m3/hr) sub-modules inter-

connected together. The 16.7 gpm (3.8 m3/hr) sub-module 

can be used as a stand-alone or two (2) sub-modules can be 

configured to create a 33.0 gpm (7.5 m3/hr) module.  

MX - Low Flow CEDI Module
The MX Series CEDI modules deliver superior performance for laboratory 
and lower flow process applications 125-500 lph. MX modules are an 
ideal complement for light industrial, commerical and laboratory RO 
systems that are wall mounted or housed in a cabinet. 

• Double O-ring seal guarantees leak-free operation 

• Concentration recirculation not required 

• Brine injection not required 

• Superior electrical isolation 

• 75 psi (5 bar), 113 deg F (45 deg C) continuous operation 

• Maximized reliability 

• Patented "all-filled" concentrating compartment eliminates 
recirculation pump and brine injection 

• Significantly lower operating costs 

• Ease of operation 

LX-X Mid Flow CEDI Module
With the highest level of reliability in the industry, the robust X 
Series modules deliver superior performance for power, HPI/CPI, 
electronics, food and beverage and laboratory applications. 

• Double O-ring seal guarantees leak-free operation 

• Concentration recirculation not required 

• Brine injection not required 

• Superior electrical isolation 

• 100 psi, 113 deg F (45 deg C) continuous operation 

• Maximized reliability 

• Patented "all-filled" concentrating compartment 
eliminates recirculation pump and brine injection 

• Significantly lower operating costs 

• Ease of operation 
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